00-SITE
CLIFF DRIVE PAVING
ISSUED FOR: BIDDING APRIL 20, 2017

PROJECT LOCATION

SHEET INDEX

<table>
<thead>
<tr>
<th>SHEET ID</th>
<th>SHEET NAME</th>
</tr>
</thead>
<tbody>
<tr>
<td>G001</td>
<td>COVER SHEET</td>
</tr>
<tr>
<td>C101</td>
<td>SITE LAYOUT</td>
</tr>
<tr>
<td>C102</td>
<td>PAVING PLAN</td>
</tr>
</tbody>
</table>

VICINITY MAP
NOTES:
1. CONTRACTOR SHALL FIELD VERIFY CONSTRUCTION AND LOCATION OF SITE STRUCTURES AND UTILITIES.
2. CONTRACTOR REQUIRED TO PROTECT EXISTING SITE STRUCTURES INCLUDING UTILITIES, BUILDINGS, AND LANDSCAPING, UNLESS OTHERWISE SPECIFIED.
3. THE LOCATIONS AND LIMITS OF PAVEMENT HAVE BEEN APPROXIMATED AND CONTRACTOR SHOULD VERIFY EXISTING CONDITIONS.
4. CONTRACTOR IS REQUIRED TO RESTRICT CONSTRUCTION ACTIVITIES TO THE WORK LIMITS DEPICTED ON THE CONTRACT DRAWINGS. TEMPORARY STAGING OF EQUIPMENT, MATERIALS, OR FACILITIES OUTSIDE THE LIMITS OF THE WORK PROHIBITED.
5. CONTRACTOR IS REQUIRED TO IDENTIFY ALL EXISTING UTILITIES. CONTACT MISS DIG AT 1-800-482-7171 PRIOR TO THE INITIATION OF ANY SUBSURFACE WORK.
6. ALL WORK SHALL COMPLY WITH THE APPLICABLE SOIL EROSION AND SEDIMENTATION CONTROL (SESC) RULES AND REGULATIONS (SOIL EROSION AND SEDIMENTATION CONTROL - 1994 PA 451, PART 81, AS AMENDED, MCL 324.8101 ET SEQ.
7. THE CONTRACTOR SHALL INSTALL TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES PRIOR TO OR UPON COMMENCEMENT TO EARTHWORK ACTIVITIES.
8. THE CONTRACTOR WILL PERFORM SWEEPING AS NEEDED TO REMOVE ANY SEDIMENT TRACKED OFF SITE. FREQUENCY OF SWEEPING WILL BE BASED ON SITE CONDITIONS.
9. THE CONTRACTOR WILL PERFORM DUST CONTROL AS NEEDED BASED ON SITE CONDITIONS.

UTILITY LEGEND
- SANITARY MANHOLE
- STORM MANHOLE
- WATER VALVE
- STORM CATCH BASIN
- FIRE HYDRANT